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Hose Manufacturers 

Industrial Hoses



 h-Pressure selection  
 

 

 

 
 

Industrial and Rig Supply Hose Selection (available as a heat trace or floating option) 
 

Name  Identification 
Working 
Pressure 

Size /ID Size O/D Liner  

Oil Delivery  SY10 
SY20 
SY40 

10 Bar 
20 Bar 
40 Bar 

3/4”-8” 
3/4”-6” 
3/4”-4” 

1.22”-9.02” 
1.22”-6.93” 
1.22”-5.03” 
 

Black NBR 
Black NBR 
Black NBR 

 

Bulk Material 
 
 
  

SM10 
SM20 
 

10 Bar 
20 Bar 

3/4”-8” 
3/4”-6” 

1.38”-9.09” 
1.38”-7.01” 

Black SBR/NR 
Black SBR/NR 

 

Oil Suction & Delivery  
 
  

XY10 
XY20  
 
 

10 Bar 
20 Bar 

3/4”-8” 
3/4”-8” 

1.22”-9.25” 
1.22”-9.05” 

Black NBR 
Black NBR 
 
 

 

Bulk Material Handling 
(Hard Wall) 
  
 

XM10 
XM20 

10 Bar 
20 Bar 
 

1”-8” 
1”-6” 

1.61”-9.37” 
1.61”-7.16” 
 

Black SBR/NR 
Black SBR/NR 
 

 

Potable Water 
(Soft Wall) 
 
 

SS10 
SS20 

10 Bar 
20 Bar 

3/4”-8” 
3/4”-6” 

1.22”-9.02” 
1.22”-7.09” 

White NR 
White NR 

 

Potable Water 
(Hard Wall) 
 
 

XS10 
XS20 

10 Bar 
20 Bar 

3/4”-8” 
3/4”-6” 

1.22”-9.25” 
1.22”-7.01” 

White NR 
White NR 

 

Air AH10 
AH20 
AH40 
 

10 Bar 
20 Bar 
40 Bar 

1/2”-6” 
1/2"-6” 
3/4"-4” 

0.81”-6.93” 
0.81”-6.93” 
1.14”-4.76” 

Black NBR 
Black NBR 
Black NBR 

 

Chemical Suction 
& Delivery  

CU16 
 
 
 

16 Bar 3/4"-6” 1.34”-6.97” Transparent 
UHMWPE 

 

Chemical Suction 
& Delivery 

CX16 
 
 
 

16 Bar 3/4"-6” 1.34”-6.97” Transparent  
XLPE  

 

Nitrogen DS20 
 
 
 

20 Bar 1/4"-2” 0.49”-2.64” Black EPDM 
 

Multi-Purpose 
Suction & Discharge 
 
 

HS10 10 Bar 6”-16” 7.00”-17.52” Black NR 
 
 

Additional Options (all mediums available on request) 
 

  

Manufacturers of Flexible Hose 

Techfluid Industrial Selection 

Selection Techfluid offer a comprehensive range of hoses for Industrial and Utility 

services for the offshore Oil & Gas Exploration and Production industry as well 

as offering custom designed hoses built to individual requirements. Every hose 

is hydrostatically tested and provided with full certification.  

Floating Hose Option 
For delivery materials between drilling platform and supply ship, such 
as fuel oil, barite, mud and potable water etc. Floating layer bonded 
with hose body ensuring stability compared with floating jackets.  

Heat Trace Option 
Suitable for all applications, designed and manufactured by Techfluid          
and produced to the highest quality to meet API requirements and 
provide safe and reliable fluid transfer in freezing conditions.  
 
  



 
 

 

 
Type SY10 

Hose Manufacturers   

Techfluid U.K LTD, Unit 35 Moorland Way, Nelson Park, Cramlington, Northumberland, NE23 1WE 
Telephone +44 (0) 1670 704 720  Email  sales@techfluid.co.uk  www.techfluid.co.uk 

Registered in England, Unit 35, Moorland Way, Nelson Park, Cramlington, Northumerland, NE23 1WE. Registered number 10958080. 

 

 

 

Oil Delivery Hose 
    

 

 

 
Application For delivery gasoline, diesel oil, fuel oil with aromatic content up to 50% also applicable for seawater, fresh water, 

mud, air and other general purposes. 

Branding  

Hose structure  

Tube Black smooth nitrile rubber, oil resistance, seawater resistance, high temperature resistance, acid & alkali resistance   

Reinforcement High tension textile fabric, anti-static copper wire  

Cover Black, blended chloroprene rubber and butadiene rubber, wear resistance, ozone & ageing resistance, oil resistance, 
heat resistance 

Temperature Range -30°C to + 100°C 

Length Maximum length: 100m 

 
 
    

 
    

Type 
Internal Diameter Outside Diameter Working Pressure Burst Pressure Safety MBR Weight Length Max 

(inch) (mm) (inch) (mm) (bar) (psi) (bar) (psi) Factor (mm) (Kg/m) (m) 

SY1012 ¾ 19 1.22 31 10 150 40 600 4 110 0.7 100 

SY1016 1 25 1.54 39 10 150 40 600 4 150 1.0 100 

SY1020 1 ¼ 32 1.85 46 10 150 40 600 4 200 1.3 100 

SY1024 1 ½ 38 2.09 53 10 150 40 600 4 250 1.4 100 

SY1032 2 51 2.64 67 10 150 40 600 4 350 1.8 100 

SY1040 2 ½ 64 3.11 79 10 150 40 600 4 420 2.2 100 

SY1048 3 76 3.62 92 10 150 40 600 4 500 2.5 100 

SY1064 4 102 4.69 119 10 150 40 600 4 650 3.6 100 

SY1080 5 127 5.75 146 10 150 40 600 4 800 5.7 100 

SY1096 6 152 6.77 172 10 150 40 600 4 950 7.1 100 

SY10128 8 203 9.02 229 10 150 40 600 4 1,400 11.3 100 

Rev-00 



 
 

 

 
Type SY20 

Hose Manufacturers   

Techfluid U.K LTD, Unit 35 Moorland Way, Nelson Park, Cramlington, Northumberland, NE23 1WE 
Telephone +44 (0) 1670 704 720  Email  sales@techfluid.co.uk  www.techfluid.co.uk 

Registered in England, Unit 35, Moorland Way, Nelson Park, Cramlington, Northumerland, NE23 1WE. Registered number 10958080. 

 

 

 

 

Oil Delivery Hose 
 

 

 

 
Application  
 

For delivery gasoline, diesel oil, fuel oil with aromatic content up to 50% also applicable for seawater, fresh water, 
mud, air and other general purposes. 

Branding  

Hose structure  

Tube Black smooth nitrile rubber, oil resistance, seawater resistance, high temperature resistance, acid & alkali resistance 

Reinforcement High tension textile fabric, anti-static copper wire 

Cover Black, blended chloroprene rubber and butadiene rubber, wear resistance, ozone & ageing resistance, oil resistance, 
heat resistance 

Temperature Range -30°C to + 100°C 

Length Maximum length: 100m 

 

 
         

Type 
Internal Diameter Outside Diameter Working Pressure Burst Pressure Safety MBR Weight Length Max 

(inch) (mm) (inch) (mm) (bar) (psi) (bar) (psi) Factor (mm) (Kg/m) (m) 

SY2012 ¾ 19 1.22 31 20 300 80 1,200 4 110 0.7 100 

SY2016 1 25 1.54 39 20 300 80 1,200 4 150 1.0 100 

SY2020 1 ¼ 32 1.85 46 20 300 80 1,200 4 200 1.3 100 

SY2024 1 ½ 38 2.09 53 20 300 80 1,200 4 250 1.4 100 

SY2032 2 51 2.64 67 20 300 80 1,200 4 350 1.8 100 

SY2048 3 76 3.66 93 20 300 80 1,200 4 500 2.8 100 

SY2064 4 102 4.84 123 20 300 80 1,200 4 650 4.3 100 

SY2080 5 127 5.91 150 20 300 80 1,200 4 800 6.8 100 

SY2096 6 152 6.93 175 20 300 80 1,200 4 960 7.9 100 

Rev-00 



 
 

 

 
Type SY40 

Hose Manufacturers   

Techfluid U.K LTD, Unit 35 Moorland Way, Nelson Park, Cramlington, Northumberland, NE23 1WE 
Telephone +44 (0) 1670 704 720  Email  sales@techfluid.co.uk  www.techfluid.co.uk 

Registered in England, Unit 35, Moorland Way, Nelson Park, Cramlington, Northumerland, NE23 1WE. Registered number 10958080. 

 

 

 

Oil Delivery Hose 
  

 

 

 
Application  
 

For delivery gasoline, diesel oil, fuel oil with aromatic content up to 50% also applicable for seawater, fresh water, 
mud, air and other general purposes. 

Branding  

 
Hose structure 

 

Tube Black smooth nitrile rubber, oil resistance, seawater resistance, high temperature resistance, acid & alkali resistance 

Reinforcement High tension textile fabric, anti-static copper wire 

Cover Black, blended chloroprene rubber and butadiene rubber, wear resistance, ozone & ageing resistance, oil resistance, 
heat resistance 

Temperature Range -30°C to + 100°C 

Length Maximum length: 100m 

 

 

 

 
    

 
    

Type 
Internal Diameter Outside Diameter Working Pressure Burst Pressure Safety MBR Weight Length Max 

(inch) (mm) (inch) (mm) (bar) (psi) (bar) (psi) Factor (mm) (Kg/m) (m) 

SY4012 ¾ 19 1.22 33 40 600 160 2,400 4 110 0.8 100 

SY4016 1 25 1.54 43 40 600 160 2,400 4 150 1.2 100 

SY4020 1 ¼ 32 1.85 50 40 600 160 2,400 4 200 1.4 100 

SY4024 1 ½ 38 2.09 57 40 600 160 2,400 4 250 1.8 100 

SY4032 2 51 2.64 72 40 600 160 2,400 4 350 2.4 100 

SY4040 2 ½ 64 3.11 85 40 600 160 2,400 4 420 3.0 100 

SY4048 3 76 3.62 98 40 600 160 2,400 4 500 3.5 100 

Rev-00 



 
 

 

 
Type SM10 

Hose Manufacturers   

Techfluid U.K LTD, Unit 35 Moorland Way, Nelson Park, Cramlington, Northumberland, NE23 1WE 
Telephone +44 (0) 1670 704 720  Email  sales@techfluid.co.uk  www.techfluid.co.uk 

Registered in England, Unit 35, Moorland Way, Nelson Park, Cramlington, Northumerland, NE23 1WE. Registered number 10958080. 

 

 

 

Bulk Material Handling Hose  

(Soft Wall)   

 

 

 

 

 

Application  For delivery and suction of barite, dry powder, cement and other abrasives. 

Branding   

Hose structure  

Tube Black, SBR/NR blended rubber elastomer, wear resistance, acid & alkali resistance 

Reinforcement High tension tensile fabric 

Cover Black, blended polyisoprene rubber and butadiene rubber, wear resistance, ozone resistance, weather/ageing 
resistance 

Temperature Range -30°C to + 100°C 

Length Maximum length: 80m 

 

 

 
    

 
    

Type 
Internal Diameter Outside Diameter Working Pressure Burst Pressure Safety MBR Weight Length Max 

(inch) (mm) (inch) (mm) (bar) (psi) (bar) (psi) Factor (mm) (Kg/m) (m) 

SM1012 ¾ 19 1.38 35 10 150 40 600 4 60 0.8 80 

SM1016 1 25 1.61 41 10 150 40 600 4 75 1.2 80 

SM1020 1 ¼ 32 1.89 48 10 150 40 600 4 110 1.4 80 

SM1024 1 ½ 38 2.13 54 10 150 40 600 4 120 1.6 80 

SM1032 2 51 2.72 69 10 150 40 600 4 350 2.2 80 

SM1048 3 76 3.70 94 10 150 40 600 4 500 3.1 80 

SM1064 4 102 4.80 122 10 150 40 600 4 650 4.5 80 

SM1080 5 127 5.83 148 10 150 40 600 4 800 5.8 80 

SM1096 6 152 6.85 174 10 150 40 600 4 950 7.3 80 

SM10128 8 203 9.09 232 10 150 40 600 4 1,400 12.1 80 

Rev-00 



 
 

 

 
Type SM20 

Hose Manufacturers   

Techfluid U.K LTD, Unit 35 Moorland Way, Nelson Park, Cramlington, Northumberland, NE23 1WE 
Telephone +44 (0) 1670 704 720  Email  sales@techfluid.co.uk  www.techfluid.co.uk 

Registered in England, Unit 35, Moorland Way, Nelson Park, Cramlington, Northumerland, NE23 1WE. Registered number 10958080. 

 

 

 

Bulk Material Handling Hose  

(Soft Wall)   

 

 

 

 

 

 

Application  For delivery and suction of barite, dry powder, cement and other abrasives. 

Branding  

Hose structure  

Tube Black, SBR/NR blended rubber elastomer, wear resistance, acid & alkali resistance 

Reinforcement High tension tensile fabric  

Cover Black, blended polyisoprene rubber and butadiene rubber, wear resistance, ozone resistance, 
weather/ageing resistance 

Temperature Range -30°C to + 100°C 

Length Maximum length: 100m 

 

 

 
    

 
    

Type 
Internal Diameter Outside Diameter Working Pressure Burst Pressure Safety MBR Weight Length Max 

(inch) (mm) (inch) (mm) (bar) (psi) (bar) (psi) Factor (mm) (Kg/m) (m) 

SM2012 ¾ 19 1.38 35 20 300 80 1,200 4 60 0.8 100 

SM2016 1 25 1.61 41 20 300 80 1,200 4 75 1.2 100 

SM2020 1 ¼ 32 1.89 48 20 300 80 1,200 4 110 1.4 100 

SM2024 1 ½ 38 2.13 54 20 300 80 1,200 4 120 1.6 100 

SM2032 2 51 2.72 69 20 300 80 1,200 4 350 2.2 100 

SM2048 3 76 3.74 95 20 300 80 1,200 4 500 3.3 100 

SM2064 4 102 4.96 126 20 300 80 1,200 4 650 4.8 100 

SM2080 5 127 5.98 152 20 300 80 1,200 4 800 6.6 100 

SM2096 6 152 7.01 178 20 300 80 1,200 4 950 8.2 100 

Rev-00 



 
 

 

 
Type XY10 

Hose Manufacturers   

Techfluid U.K LTD, Unit 35 Moorland Way, Nelson Park, Cramlington, Northumberland, NE23 1WE 
Telephone +44 (0) 1670 704 720  Email  sales@techfluid.co.uk  www.techfluid.co.uk 

Registered in England, Unit 35, Moorland Way, Nelson Park, Cramlington, Northumerland, NE23 1WE. Registered number 10958080. 

 

 

 

 

Oil Suction & Delivery Hose 

 
 

 

 

 

Application  
 

For suction & discharge gasoline, diesel oil, fuel oil with aromatic content up to 50%, also applicable for seawater, 
fresh water, mud, air and other general purposes.  

Branding  

Hose structure  

Tube Black smooth nitrile rubber, oil resistance, seawater resistance, high temperature resistance, acid & alkali resistance   

Reinforcement High tension textile fabric, helix steel wire and anti-static copper wire  

Cover Black, blended chloroprene rubber and butadiene rubber, wear resistance, ozone & ageing resistance, oil resistance, 
heat resistance 

Temperature Range -30°C to + 100°C 

Length Maximum length: 100m 

 

 
    

 
    

 

Type 
Internal Diameter Outside Diameter Working Pressure Burst Pressure Safety MBR Weight Length Max 

Negative 
pressure 

(inch) (mm) (inch) (mm) (bar) (psi) (bar) (psi) Factor (mm) (Kg/m) (m) (Kpa) 

XY1012 ¾ 19 1.22 31 10 150 40 600 4 85 0.7 100 -90 

XY1016 1 25 1.46 37 10 150 40 600 4 100 1.1 100 -90 

XY1020 1 ¼ 32 1.77 47 10 150 40 600 4 130 1.3 100 -90 

XY1024 1 ½ 38 2.00 53 10 150 40 600 4 150 1.5 100 -90 

XY1032 2 51 2.60 66 10 150 40 600 4 300 2.1 100 -90 

XY1040 2 ½ 64 3.11 79 10 150 40 600 4 420 2.2 100 -90 

XY1048 3 76 3.62 92 10 150 40 600 4 400 3.1 100 -90 

XY1064 4 102 4.84 123 10 150 40 600 4 550 5.2 100 -90 

XY1080 5 127 5.90 150 10 150 40 600 4 650 7.3 100 -90 

XY1096 6 152 6.90 175 10 150 40 600 4 800 8.9 100 -90 

XY10128 8 203 9.25 238 10 150 40 600 4 1,100 18 100 -90 

Rev-00 



 
 

 

 
Type XY20 

Hose Manufacturers   

Techfluid U.K LTD, Unit 35 Moorland Way, Nelson Park, Cramlington, Northumberland, NE23 1WE 
Telephone +44 (0) 1670 704 720  Email  sales@techfluid.co.uk  www.techfluid.co.uk 

Registered in England, Unit 35, Moorland Way, Nelson Park, Cramlington, Northumerland, NE23 1WE. Registered number 10958080. 

 

 

 

 

Oil Suction & Delivery Hose 

 
 

 

 

 

Application  
 

For suction & discharge gasoline, diesel oil, fuel oil with aromatic content up to 50%, also applicable for seawater, 
fresh water, mud, air and other general purposes.  

Branding  

 
Hose structure 

 

Tube Black smooth nitrile rubber, oil resistance, seawater resistance, high temperature resistance, acid & alkali resistance   

Reinforcement High tension textile fabric, helix steel wire and anti-static copper wire  

Cover Black, blended chloroprene rubber and butadiene rubber, wear resistance, ozone & ageing resistance, oil resistance, 
heat resistance 

Temperature Range -30°C to + 100°C 

Length Maximum length: 100m 

 

 

 
    

 
    

 

Type 
Internal Diameter Outside Diameter Working Pressure Burst Pressure Safety MBR Weight Length Max 

Negative 
pressure 

(inch) (mm) (inch) (mm) (bar) (psi) (bar) (psi) Factor (mm) (Kg/m) (m) (Kpa) 

XY2012 ¾ 19 1.22 31 20 300 80 1,200 4 85 0.7 60 -90 

XY2016 1 25 1.46 37 20 300 80 1,200 4 100 1.1 100 -90 

XY2020 1 ¼ 32 1.77 47 20 300 80 1,200 4 130 1.3 100 -90 

XY2024 1 ½ 38 2.00 53 20 300 80 1,200 4 150 1.5 100 -90 

XY2032 2 51 2.76 70 20 300 80 1,200 4 300 2.5 100 -90 

XY2040 2 ½ 64 3.27 83 20 300 80 1,200 4 420 3.1 60 -90 

XY2048 3 76 3.82 97 20 300 80 1,200 4 400 4.0 100 -90 

XY2064 4 102 5.08 129 20 300 80 1,200 4 550 6.5 100 -90 

XY2080 5 127 6.06 154 20 300 80 1,200 4 650 8.3 100 -90 

XY2096 6 152 7.09 180 20 300 80 1,200 4 800 10.6 100 -90 

Rev-00 



 
 

 

 
Type XM10 

Hose Manufacturers   

Techfluid U.K LTD, Unit 35 Moorland Way, Nelson Park, Cramlington, Northumberland, NE23 1WE 
Telephone +44 (0) 1670 704 720  Email  sales@techfluid.co.uk  www.techfluid.co.uk 

Registered in England, Unit 35, Moorland Way, Nelson Park, Cramlington, Northumerland, NE23 1WE. Registered number 10958080. 

 

 

  

Bulk Material Handling Hose   

(Hard Wall)   

 

 

Application For delivery and suction of barite, dry powder, cement and other abrasives. 

Branding:   

 
Hose structure 

 

Tube Black, SBR/NR blended rubber elastomer, wear resistance, acid & alkali resistance 

Reinforcement:  High tension tensile fabric, helix steel wire  

Cover: Black, blended polyisoprene rubber and butadiene rubber, wear resistance, ozone resistance, weather/ageing 
resistance  

Temperature Range: -30°C to + 100°C 

Length: Maximum length: 100m 

 

 

 
    

 
    

 

Type 
Internal Diameter Outside Diameter Working Pressure Burst Pressure Safety MBR Weight Length Max 

Negative 
pressure 

(inch) (mm) (inch) (mm) (bar) (psi) (bar) (psi) Factor (mm) (Kg/m) (m) (Kpa) 

XM1016 1 25 1.61 41 10 150 40 600 4 100 1.3 100 -90 

XM1020 1 ¼ 32 1.93 48 10 150 40 600 4 130 1.6 100 -90 

XM1024 1 ½ 38 2.17 55 10 150 40 600 4 150 1.9 100 -90 

XM1032 2 51 2.72 69 10 150 40 600 4 400 2.5 100 -90 

XM1048 3 76 3.70 94 10 150 40 600 4 500 3.7 100 -90 

XM1064 4 102 4.96 126 10 150 40 600 4 650 6.1 100 -90 

XM1080 5 127 6.02 153 10 150 40 600 4 800 8 100 -90 

XM1096 6 152 7.01 178 10 150 40 600 4 900 9.9 100 -90 

XM10128 8 203 9.37 238 10 150 40 600 4 1,100 23 100 -90 

Rev-00 



 
 

 

 
Type XM20 

Hose Manufacturers   

Techfluid U.K LTD, Unit 35 Moorland Way, Nelson Park, Cramlington, Northumberland, NE23 1WE 
Telephone +44 (0) 1670 704 720  Email  sales@techfluid.co.uk  www.techfluid.co.uk 

Registered in England, Unit 35, Moorland Way, Nelson Park, Cramlington, Northumerland, NE23 1WE. Registered number 10958080. 

 

 

 

Bulk Material Handling Hose 

(Hard Wall) 

  

 

Application For delivery and suction of barite, dry powder, cement and other abrasives 

Branding  

 
Hose structure 

 

Tube Black, SBR/NR blended rubber elastomer, wear resistance, acid & alkali resistance 

Reinforcement  High tension tensile fabric, helix steel wire 

Cover Black, blended polyisoprene rubber and butadiene rubber, wear resistance, ozone resistance, weather/ageing resistance 

Temperature Range -30°C to + 100°C 

Length Maximum length: 100m 

 

  

 
    

 
    

 

Type 
Internal Diameter Outside Diameter Working Pressure Burst Pressure Safety MBR Weight Length Max 

Negative 
pressure 

(inch) (mm) (inch) (mm) (bar) (psi) (bar) (psi) Factor (mm) (Kg/m) (m) (Kpa) 

XM2016 1 25 1.61 41 20 300 80 1,200 4 100 1.3 100 -90 

XM2020 1 ¼ 32 1.93 48 20 300 80 1,200 4 130 1.6 100 -90 

XM2024 1 ½ 38 2.17 55 20 300 80 1,200 4 150 1.9 100 -90 

XM2032 2 51 2.87 73 20 300 80 1,200 4 400 3 100 -90 

XM2048 3 76 3.90 99 20 300 80 1,200 4 500 4.5 100 -90 

XM2064 4 102 5.12 130 20 300 80 1,200 4 650 6.8 100 -90 

XM2080 5 127 6.18 157 20 300 80 1,200 4 800 9 100 -90 

XM2096 6 152 7.16 182 20 300 80 1,200 4 950 11 100 -90 

Rev-00 



 
 

 

 
Type SS10 

Hose Manufacturers   

Techfluid U.K LTD, Unit 35 Moorland Way, Nelson Park, Cramlington, Northumberland, NE23 1WE 
Telephone +44 (0) 1670 704 720  Email  sales@techfluid.co.uk  www.techfluid.co.uk 

Registered in England, Unit 35, Moorland Way, Nelson Park, Cramlington, Northumerland, NE23 1WE. Registered number 10958080. 

 

 

 

Potable Water Hose 

(Soft Wall) 
 

 

 

 

Application  For suction & discharge of potable water 

Branding  

 
Hose structure 

 

Tube White non-toxic and odorless natural rubber 

Reinforcement High tension textile, helix steel wire 

Cover Blue nitrile rubber/PVC, wear resistance, ozone resistance, hydrocarbon resistance 

Temperature Range -30°C to + 100°C 

Length Maximum length: 100m 

 Certified with FDA registration 

 

 
    

 
    

Type 
Internal Diameter Outside Diameter Working Pressure Burst Pressure Safety MBR Weight Length Max 

(inch) (mm) (inch) (mm) (bar) (psi) (bar) (psi) Factor (mm) (Kg/m) (m) 

SS1012 ¾ 19 1.22 31 10 150 40 600 4 110 0.7 100 

SS1016 1 25 1.54 39 10 150 40 600 4 150 1.0 100 

SS1020 1 ¼ 32 1.85 46 10 150 40 600 4 200 1.3 100 

SS1024 1 ½ 38 2.09 53 10 150 40 600 4 250 1.4 100 

SS1032 2 51 2.64 67 10 150 40 600 4 350 1.8 100 

SS1040 2 ½ 64 3.11 79 10 150 40 600 4 420 2.2 100 

SS1048 3 76 3.62 92 10 150 40 600 4 500 2.5 100 

SS1064 4 102 4.69 119 10 150 40 600 4 650 3.6 100 

SS1080 5 127 5.71 145 10 150 40 600 4 800 5.7 100 

SS1096 6 152 6.77 172 10 150 40 600 4 950 7.1 100 

SS1128 8 203 9.02 229 10 150 40 600 4 1,400 11.3 100 

Rev-00 



 
 

 

 
Type SS20 

Hose Manufacturers   

Techfluid U.K LTD, Unit 35 Moorland Way, Nelson Park, Cramlington, Northumberland, NE23 1WE 
Telephone +44 (0) 1670 704 720  Email  sales@techfluid.co.uk  www.techfluid.co.uk 

Registered in England, Unit 35, Moorland Way, Nelson Park, Cramlington, Northumerland, NE23 1WE. Registered number 10958080. 

 

 

 

Potable Water Hose 
(Soft Wall) 
 

 

 

 

 

Application  For suction & discharge of potable water.  

Branding:   

 
Hose structure 

 
 

Tube White, non-toxic and odorless natural rubber  

Reinforcement High tension textile 

Cover Blue, nitrile rubber/PVC, wear resistance, ozone resistance, hydrocarbon resistance.  

Temperature Range -30°C to + 100°C 

Length Maximum length: 100m 

 Certified with FDA registration 

 

 
    

 
    

Type 
Internal Diameter Outside Diameter Working Pressure Burst Pressure Safety MBR Weight Length Max 

(inch) (mm) (inch) (mm) (bar) (psi) (bar) (psi) Factor (mm) (Kg/m) (m) 

SS2012 ¾ 19 1.22 31 20 300 80 1,200 4 110 0.7 100 

SS2016 1 25 1.46 39 20 300 80 1,200 4 150 1.0 100 

SS2020 1 ¼ 32 1.77 46 20 300 80 1,200 4 200 1.3 100 

SS2024 1 ½ 38 2.00 53 20 300 80 1,200 4 250 1.4 100 

SS2032 2 51 2.76 68 20 300 80 1,200 4 350 1.8 100 

SS2048 3 76 3.82 93 20 300 80 1,200 4 500 2.8 100 

SS2064 4 102 5.08 123 20 300 80 1,200 4 650 4.3 100 

SS2080 5 127 6.06 150 20 300 80 1,200 4 800 6.8 100 

SS2096 6 152 7.09 175 20 300 80 1,200 4 960 7.9 100 

Rev-00 



 
 

 

 
Type XS10 

Hose Manufacturers   

Techfluid U.K LTD, Unit 35 Moorland Way, Nelson Park, Cramlington, Northumberland, NE23 1WE 
Telephone +44 (0) 1670 704 720  Email  sales@techfluid.co.uk  www.techfluid.co.uk 

Registered in England, Unit 35, Moorland Way, Nelson Park, Cramlington, Northumerland, NE23 1WE. Registered number 10958080. 

 

 

 

Potable Water Hose 

(Hard Wall) 

 
 

 

 

Application  For suction & discharge of potable water.  

Branding  

 
Hose structure 

 

Tube White, non-toxic and odorless natural rubber  

Reinforcement  High tension textile, helix steel wire 

Cover Blue, nitrile rubber/PVC, wear resistance, ozone resistance, hydrocarbon resistance.  

Temperature Range -30°C to + 100°C 

Length Maximum length: 100m 
Certified with FDA registration 

 

 
    

 
    

 

Type 
Internal Diameter Outside Diameter Working Pressure Burst Pressure Safety MBR Weight Length Max 

Negative 
pressure 

(inch) (mm) (inch) (mm) (bar) (psi) (bar) (psi) Factor (mm) (Kg/m) (m) (Kpa) 

XS1012 ¾ 19 1.22 31 10 150 40 600 4 85 0.7 100 -90 

XS1016 1 25 1.46 37 10 150 40 600 4 100 1.1 100 -90 

XS1020 1 ¼ 32 1.77 47 10 150 40 600 4 130 1.3 100 -90 

XS1024 1 ½ 38 2.00 53 10 150 40 600 4 150 1.5 100 -90 

XS1032 2 51 2.60 66 10 150 40 600 4 300 2.1 100 -90 

XS1040 2 ½ 64 3.11 79 10 150 40 600 4 420 2.2 100 -90 

XS1048 3 76 3.62 92 10 150 40 600 4 400 3.1 100 -90 

XS1064 4 102 4.84 123 10 150 40 600 4 550 5.2 100 -90 

XS1080 5 127 5.90 150 10 150 40 600 4 650 7.3 100 -90 

XS1096 6 152 6.90 175 10 150 40 600 4 800 8.9 100 -90 

XS1128 8 203 9.25 238 10 150 40 600 4 1,100 18 100 -90 

Rev-00 



 
 

 

 
Type XS20 

Hose Manufacturers   

Techfluid U.K LTD, Unit 35 Moorland Way, Nelson Park, Cramlington, Northumberland, NE23 1WE 
Telephone +44 (0) 1670 704 720  Email  sales@techfluid.co.uk  www.techfluid.co.uk 

Registered in England, Unit 35, Moorland Way, Nelson Park, Cramlington, Northumerland, NE23 1WE. Registered number 10958080. 

 

 

 

Potable Water Hose (Hard Wall) 
 

 

 

 

 

 

Application  For suction & discharge of potable water. 

Branding  

 
Hose structure 

 

Tube White, non-toxic and odourless natural rubber  

Reinforcement  High tension textile, helix steel wire 

Cover Blue, nitrile rubber/PVC, wear resistance, ozone resistance, hydrocarbon resistance.  

Temperature Range -30°C to + 100°C 

Length Maximum length: 60m 

 Certified with FDA registration 

 

 

 

 
    

 
    

 

Type 
Internal Diameter Outside Diameter Working Pressure Burst Pressure Safety MBR Weight Length Max 

Negative 
pressure 

(inch) (mm) (inch) (mm) (bar) (psi) (bar) (psi) Factor (mm) (Kg/m) (m) (Kpa) 

XS2012 ¾ 19 1.22 31 20 300 80 1,200 4 85 0.7 60 -90 

XS2016 1 25 1.46 37 20 300 80 1,200 4 100 1.1 60 -90 

XS2020 1 ¼ 32 1.77 47 20 300 80 1,200 4 130 1.3 60 -90 

XS2024 1 ½ 38 2.00 53 20 300 80 1,200 4 150 1.5 60 -90 

XS2032 2 51 2.76 70 20 300 80 1,200 4 300 2.5 60 -90 

XS2040 2 ½ 64 3.27 83 20 300 80 1,200 4 420 3.1 60 -90 

XS2048 3 76 3.82 97 20 300 80 1,200 4 400 4.0 60 -90 

XS2064 4 102 5.08 129 20 300 80 1,200 4 550 6.5 60 -90 

XS2080 5 127 6.06 154 20 300 80 1,200 4 650 8.3 60 -90 

XS2096 6 152 7.01 180 20 300 80 1,200 4 800 10.6 60 -90 
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Type AH10  

Hose Manufacturers   

Techfluid U.K LTD, Unit 35 Moorland Way, Nelson Park, Cramlington, Northumberland, NE23 1WE 
Telephone +44 (0) 1670 704 720  Email  sales@techfluid.co.uk  www.techfluid.co.uk 

Registered in England, Unit 35, Moorland Way, Nelson Park, Cramlington, Northumerland, NE23 1WE. Registered number 10958080. 

 

 

Air Hose 
 

 

 

 

 

Application  Delivery of compressed air and oil mist, other general purposes.  

Branding  

 
Hose structure 

  

Tube 
Black, nitrile rubber, oil resistance, seawater resistance, high temperature resistance, acid & alkali 
resistance.  

Reinforcement  High tension textile.  

Cover Yellow nitrile rubber, wear resistance, ozone ageing resistance, oil resistance, heat resistance. 

Temperature Range -30°C to + 100°C 

Length Maximum length: 100m 

 

 
         

Type 
Internal Diameter Outside Diameter Working Pressure Burst Pressure Safety MBR Weight Length Max 

(inch) (mm) (inch) (mm) (bar) (psi) (bar) (psi) Factor (mm) (Kg/m) (m) 

AH108 ½ 13 0.81 20.5 10 150 30 450 3 78 0.39 100 

AH1012 ¾ 19 1.10 29 10 150 30 450 3 114 0.55 100 

AH1016 1 25 1.38 35 10 150 30 450 3 150 0.7 100 

AH1020 1 ¼ 32 1.69 43 10 150 30 450 3 200 0.9 80 

AH1024 1 ½ 38 2.05 49 10 150 30 450 3 250 1.1 80 

AH1032 2 51 2.64 64 10 150 30 450 3 350 1.6 80 

AH1048 3 76 3.66 89 10 150 30 450 3 500 2.3 80 

AH1064 4 102 4.84 117 10 150 30 450 3 650 3.6 80 

AH1080 5 127 5.91 142 10 150 30 450 3 800 4.5 80 

AH1096 6 152 6.93 167 10 150 30 450 3 960 5.3 80 
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Type AH20  

 

 

Air Hose 
 

 

 

 

Application  Delivery of compressed air and oil mist, other general purposes.  

Branding  

 
Hose structure 

 

Tube Black, nitrile rubber, oil resistance, seawater resistance, high temperature resistance, acid & alkali resistance.  

Reinforcement High tension textile.  

Cover Yellow nitrile rubber, wear resistance, ozone ageing resistance, oil resistance, heat resistance. 

Temperature Range -30°C to + 100°C 

Length Maximum length: 100m 

 

 
         

Type 
Internal Diameter Outside Diameter Working Pressure Burst Pressure Safety MBR Weight Length Max 

(inch) (mm) (inch) (mm) (bar) (psi) (bar) (psi) Factor (mm) (Kg/m) (m) 

AH208 ½ 13 0.81 20.5 20 300 60 900 3 78 0.39 100 

AH2012 ¾ 19 1.10 29 20 300 60 900 3 114 0.55 100 

AH2016 1 25 1.38 35 20 300 60 900 3 150 0.7 100 

AH2020 1 ¼ 32 1.69 43 20 300 60 900 3 200 0.9 80 

AH2024 1 ½ 38 2.05 49 20 300 60 900 3 250 1.1 80 

AH2032 2 51 2.64 64 20 300 60 900 3 350 1.6 80 

AH2048 3 76 3.66 93 20 300 60 900 3 500 2.9 80 

AH2064 4 102 4.84 121 20 300 60 900 3 650 4.3 80 

AH2080 5 127 5.91 146 20 300 60 900 3 800 5.5 80 

AH2096 6 152 6.93 171 20 300 60 900 3 960 6.4 80 
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Type AH40  

 

 

Air Hose 
 

 

 

 

Application  Delivery of compressed air and oil mist, other general purposes.  

Branding  

 
Hose structure 

 

Tube 
Black, nitrile rubber, oil resistance, seawater resistance, high temperature resistance, acid & alkaline 
resistance.  

Reinforcement High tension textile.  

Cover Yellow nitrile rubber, wear resistance, ozone ageing resistance, oil resistance, heat resistance. 

Temperature Range -30°C to + 100°C 

Length Maximum length: 100m 

 

 

 
         

Type 
Internal Diameter Outside Diameter Working Pressure Burst Pressure Safety MBR Weight Length Max 

(inch) (mm) (inch) (mm) (bar) (psi) (bar) (psi) Factor (mm) (Kg/m) (m) 

AH4032 2 51 2.56 64 40 600 120 1,800 3 255 2,24 100 

AH4048 3 76 3.74 93 40 600 120 1,800 3 380 4,13 100 

AH4064 4 102 4.76 121 40 600 120 1,800 3 510 5,64 100 
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Chemical Suction Hose 

 
 

 

 

 

 

 

Application Used for suction & discharge acids and chemicals in high concentration up to 98% 

Branding                   

 
Hose structure 

 

Tube Transparent, UHMWPE 

Reinforcement High tension textile fabric, helix steel wire and anti-static copper wire 

Cover Blue, EPDM, wear resistance, ozone resistance, weather/ageing resistance  

Temperature Range -30°C to + 80°C 

Length Maximum length: 100m 

 

 
    

 
   

 
 

Type 
Internal Diameter Outside Diameter Working Pressure Burst Pressure Safety MBR Weight 

Length Max 
Negative 
pressure 

(inch) (mm) (inch) (mm) (bar) (psi) (bar) (psi) Factor (mm) (Kg/m) (m) (Kpa) 

CU1612 ¾ 19 1.34 34 16 232 64 928 4 130 0.8 100 -90 

CU1616 1 25 1.46 40 16 232 64 928 4 150 0.72 100 -90 

CU1620 1 ¼ 32 1.85 47 16 232 64 928 4 200 1.2 100 -90 

CU1624 1 ½ 38 2.00 53 16 232 64 928 4 225 1.2 100 -90 

CU1632 2 51 2.64 67 16 232 64 928 4 275 2.04 100 -90 

CU1648 3 76 3.62 93 16 232 64 928 4 400 2.88 100 -90 

CU1664 4 102 4.88 123 16 232 64 928 4 800 3.81 100 -90 

CU1680 5 127 5.90 149 16 232 64 928 4 1,300 8.5 100 -90 

CU1696 6 152 6.97 175 16 232 64 928 4 1,600 10.7 100 -90 
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Chemical Suction Hose 

 
 

 

 

 

 

 

Application Used for suction & discharge acids and chemicals in high concentration up to 98% 

Branding                   

 
Hose structure 

 

Tube Transparent, UHMWPE 

Reinforcement High tension textile fabric, helix steel wire and anti-static copper wire 

Cover Blue, EPDM, wear resistance, ozone resistance, weather/ageing resistance  

Temperature Range -30°C to + 80°C 

Length Maximum length: 100m 

 

 
    

 
   

 
 

Type 
Internal Diameter Outside Diameter Working Pressure Burst Pressure Safety MBR Weight 

Length Max 
Negative 
pressure 

(inch) (mm) (inch) (mm) (bar) (psi) (bar) (psi) Factor (mm) (Kg/m) (m) (Kpa) 

CU1612 ¾ 19 1.34 34 16 232 64 928 4 130 0.8 100 -90 

CU1616 1 25 1.46 40 16 232 64 928 4 150 0.72 100 -90 

CU1620 1 ¼ 32 1.85 47 16 232 64 928 4 200 1.2 100 -90 

CU1624 1 ½ 38 2.00 53 16 232 64 928 4 225 1.2 100 -90 

CU1632 2 51 2.64 67 16 232 64 928 4 275 2.04 100 -90 

CU1648 3 76 3.62 93 16 232 64 928 4 400 2.88 100 -90 

CU1664 4 102 4.88 123 16 232 64 928 4 800 3.81 100 -90 

CU1680 5 127 5.90 149 16 232 64 928 4 1,300 8.5 100 -90 

CU1696 6 152 6.97 175 16 232 64 928 4 1,600 10.7 100 -90 
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 Type CX16 
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Chemical Suction Hose 
 

 

 

 

 

 

Application  Used for suction & discharge acid and chemicals in high concentration up to 98%.  

Branding              

 
Hose structure 

 

Tube Transparent, XLPE crosslinked polyethylene 

Reinforcement High tension textile fabric, helix steel wire and anti-static copper wire 

Cover: 
 

Green (other colour available on request) EPDM, wear resistance, ozone resistance, 
weather/ageing resistance 

Temperature Range -30°C to + 80°C 

Length Maximum length: 100m 
 

 
    

 
   

 
 

Type 
Internal Diameter Outside Diameter Working Pressure Burst Pressure Safety MBR Weight 

Length Max 
Negative 
pressure 

(inch) (mm) (inch) (mm) (bar) (psi) (bar) (psi) Factor (mm) (Kg/m) (m) (Kpa) 

CX1612 ¾ 19 1.34 34 16 232 64 928 4 130 0.8 100 -90 

CX1616 1 25 1.46 40 16 232 64 928 4 150 1.0 100 -90 

CX1620 1 ¼ 32 1.85 47 16 232 64 928 4 200 1.2 100 -90 

CX1624 1 ½ 38 2.00 53 16 232 64 928 4 225 1.5 100 -90 

CX1632 2 51 2.64 67 16 232 64 928 4 275 2.5 100 -90 

CX1648 3 76 3.62 93 16 232 64 928 4 400 3.5 100 -90 

CX1664 4 102 4.88 123 16 232 64 928 4 800 5.7 100 -90 

CX1680 5 127 5.90 149 16 232 64 928 4 1,300 6.8 100 -90 

CX1696 6 152 6.97 175 16 232 64 928 4 1,600 8.5 100 -90 
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Nitrogen Hose 

 

  

 
Application  Used for delivery of nitrogen gas 

Branding  

 
Hose structure 

 

Tube Black smooth EPDM, ageing resistance, acid & alkali resistance 

Reinforcement High tension synthetic fiber  

Cover EPDM, wear resistance, ozone resistance, weather/ageing resistance 

Temperature Range -30°C to + 100°C 

 

 
    

 
   

 

Type 
Internal Diameter Outside Diameter Working Pressure Burst Pressure Safety MBR Weight Length Max 

(inch) (mm) (inch) (mm) (bar) (psi) (bar) (psi) Factor (mm) (Kg/m) (m) 

DS204 ¼ 6.4 0.49 12.5 20 300 60 900 3 40 0.16 100 

DS205 5/16 8 0.59 15 20 300 60 900 3 48 0.21 100 

DS206 3/8 9.5 0.65 16.5 20 300 60 900 3 60 0.24 100 

DS208 ½ 12.7 0.81 20.5 20 300 60 900 3 78 0.36 100 

DS2012 ¾ 19 1.10 28 20 300 60 900 3 114 0.55 100 

DS2016 1 25 1.38 35 20 300 60 900 3 150 0.7 100 

DS2020 1 ¼ 32 1.69 43 20 300 60 900 3 200 0.9 80 

DS2024 1 ½ 38 2.05 49 20 300 60 900 3 250 1.1 80 

DS2032 2 51 2.64 64 20 300 60 900 3 350 1.6 80 

DS2048 3 76 3.66 93 20 300 60 900 3 500 2.9 80 

DS2064 4 102 4.84 121 20 300 60 900 3 650 4.3 80 

DS2080 5 127 5.91 144 20 300 60 900 3 800 5.5 80 

DS2096 6 152 6.93 171 20 300 60 900 3 960 6.4 80 
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Multi-purpose  
Suction & Discharge Hose  
 

 

 

 

Application For delivery of gasoline, diesel oil, fuel oil with aromatic content up to 50%, also can be applicable for seawater, fresh 
water, mud and air and other general purposes fluid. 

Branding:   

 
Hose structure 

 

Tube Black, nitrile rubber, oil resistance, seawater resistance, high temperature resistance, acid & alkali resistance. 

Reinforcement High tension textile fabric, helix steel wire and anti-static copper wire 

Cover Black, BR/Neoprene blended elastomer, wear resistance, ozone & ageing resistance, oil resistance, heat resistance.   

Temperature Range -30°C to + 100°C 

 

 
    

 
   

  

Type 
Internal Diameter Outside Diameter Working Pressure Burst Pressure Safety MBR Weight Length Max Negative Pressure 

(inch) (mm) (inch) (mm) (bar) (psi) (bar) (psi) (m) (mm) (Kg/m) (m) (Kpa) 

HS1096 6 152 7.00 178 10 150 40 600 4 800 10 40 -90 

HS1128 8 203 9.37 238 10 150 40 600 4 1,100 23 40 -90 

HS1160 10 254 11.38 289 10 150 40 600 4 1,300 26 20 -90 

HS1192 12 305 13.50 343 10 150 40 600 4 1,600 34 20 -90 

HS1224 14 355 15.55 395 10 150 40 600 4 2,200 38 20 -90 

HS1256 16 405 17.52 445 10 150 40 600 4 2,500 43 20 -90 



Techfluid UK Ltd

Location
Unit 35, 

Moorland Way 
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Cramlington
Northumberland

NE23 1WE

Sales and Marketing 
Project Management 
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Procurement
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Tel: +44 (0) 1670 704 720

Email:  sales@techfluid.co.uk

www.techfluid.co.uk
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