
sales@techfluid.co.uk

Hose Manufacturers 

Rig Supply Hoses



 h-Pressure selection  
 

 

 

 
 
 

Industrial and Rig Supply Hose Selection (available as a heat trace or floating option) 
 

Name  Identification 
Working 
Pressure 

Size /ID Size O/D Liner  

Oil Delivery  SY10 
SY20 
SY40 

10 Bar 
20 Bar 
40 Bar 

3”-8” 
3”-6” 
3”-4” 

3.62”-9.02” 
3.66”-6.93” 
3.62”-5.04” 
 

Black NBR 
Black NBR 
Black NBR 

 

Bulk Material 
 
 
  

SM10 
SM20 
 

10 Bar 
20 Bar 

3”-8” 
3”-6” 

3.70”-9.09” 
3.74”-7.01” 

Black SBR/NR 
Black SBR/NR 

 

Oil Suction & Delivery  
 
  

XY10 
XY20 
XY40  
 
 

10 Bar 
20 Bar 
40 Bar 

3”-8” 
3”-6” 
3”-5” 

3.62”-9.25” 
3.66”-6.93” 
4.72”6.65” 

Black NBR 
Black NBR 
Black NBR 
 
 

 

Bulk Material Handling 
(Hard Wall) 
  
 

XM10 
XM20 

10 Bar 
20 Bar 
 

3”-8” 
3”-6” 

3.70”-9.37” 
3.90”-7.16” 
 

Black SBR/NR 
Black SBR/NR 
 

 

Potable Water 
(Soft Wall) 
 
 

SS10 
SS20 

10 Bar 
20 Bar 

3”-8” 
3”-6” 

3.62”-9.02” 
3.82”-7.09” 

White NR 
White NR 

 

Potable Water 
(Hard Wall) 
 
 

XS10 
XS20 

10 Bar 
20 Bar 

3”-8” 
3”-6” 

3.62”-9.25” 
3.82”-7.01” 

White NR 
White NR 

 

Floating Hose, available on all ranges     

  FT10 
FT20 
 
 
 

10 Bar 
20 Bar 

2”-8” 
2”-8” 

4.88”-11.06” 
4.88”-11.06” 

Black NBR 
Black NBR 
 
 

 

 
 
Additional Options (all mediums available on request) 
 

  

Manufacturers of Flexible Hose 

Techfluid Rig Supply Selection 

Selection Techfluid offer a comprehensive range rig supply of hoses used for the transfer of products from 

the supply vessel to offshore platforms and drilling rigs. The hose structure is designed to provide 

superior load and abrasion resistance suitable for any offshore environment. We also offer custom 

designed hoses built to individual requirements. Every hose is hydrostatically tested and provided 

with full certification.  

Floating Hose Option 
For delivery materials between drilling platform and supply ship, such 
as fuel oil, barite, mud and potable water etc. Floating layer bonded 
with hose body ensuring stability compared with floating jackets.  

Heat Trace Option 
Suitable for all applications, designed and manufactured by Techfluid          
and produced to the highest quality to meet API requirements and 
provide safe and reliable fluid transfer in freezing conditions.  
 
  



 
 

 

 
Type RSY10 

Hose Manufacturers   

Techfluid U.K LTD, Unit 35 Moorland Way, Nelson Park, Cramlington, Northumberland, NE23 1WE 
Telephone +44 (0) 1670 704 720  Email  sales@techfluid.co.uk  www.techfluid.co.uk 

Registered in England, Unit 35, Moorland Way, Nelson Park, Cramlington, Northumerland, NE23 1WE. Registered number 10958080. 

 

 

 

Oil Delivery Hose 
    

 

 

 
Application For delivery gasoline, diesel oil, fuel oil with aromatic content up to 50% also applicable for seawater, fresh water, 

mud, air and other general purposes. 

Branding  

Hose structure  

Tube Black smooth nitrile rubber, oil resistance, seawater resistance, high temperature resistance, acid & alkali resistance   

Reinforcement High tension textile fabric, anti-static copper wire  

Cover Black, blended chloroprene rubber and butadiene rubber, wear resistance, ozone & ageing resistance, oil resistance, 
heat resistance 

Temperature Range -30°C to + 100°C 

Length Maximum length: 100m 

 
 
    

 
    

Type 
Internal Diameter Outside Diameter Working Pressure Burst Pressure Safety MBR Weight Length Max 

(inch) (mm) (inch) (mm) (bar) (psi) (bar) (psi) Factor (mm) (Kg/m) (m) 

SY1048 3 76 3.62 92 10 150 40 600 4 500 2.5 100 

SY1064 4 102 4.69 119 10 150 40 600 4 650 3.6 100 

SY1080 5 127 5.75 146 10 150 40 600 4 800 5.7 100 

SY1096 6 152 6.77 172 10 150 40 600 4 950 7.1 100 

SY10128 8 203 9.02 229 10 150 40 600 4 1,400 11.3 100 

Rev-00 



 
 

 

 
Type RSY20 

Hose Manufacturers   

Techfluid U.K LTD, Unit 35 Moorland Way, Nelson Park, Cramlington, Northumberland, NE23 1WE 
Telephone +44 (0) 1670 704 720  Email  sales@techfluid.co.uk  www.techfluid.co.uk 

Registered in England, Unit 35, Moorland Way, Nelson Park, Cramlington, Northumerland, NE23 1WE. Registered number 10958080. 

 

 

 

 

Oil Delivery Hose 
 

 

 

 
Application  
 

For delivery gasoline, diesel oil, fuel oil with aromatic content up to 50% also applicable for seawater, fresh water, 
mud, air and other general purposes. 

Branding  

Hose structure  

Tube Black smooth nitrile rubber, oil resistance, seawater resistance, high temperature resistance, acid & alkali resistance 

Reinforcement High tension textile fabric, anti-static copper wire 

Cover Black, blended chloroprene rubber and butadiene rubber, wear resistance, ozone & ageing resistance, oil resistance, 
heat resistance 

Temperature Range -30°C to + 100°C 

Length Maximum length: 100m 

 

 
         

Type 
Internal Diameter Outside Diameter Working Pressure Burst Pressure Safety MBR Weight Length Max 

(inch) (mm) (inch) (mm) (bar) (psi) (bar) (psi) Factor (mm) (Kg/m) (m) 

SY2048 3 76 3.66 93 20 300 80 1,200 4 500 2.8 100 

SY2064 4 102 4.84 123 20 300 80 1,200 4 650 4.3 100 

SY2080 5 127 5.91 150 20 300 80 1,200 4 800 6.8 100 

SY2096 6 152 6.93 175 20 300 80 1,200 4 960 7.9 100 

Rev-00 



 
 

 

 
Type RSY40 

Hose Manufacturers   

Techfluid U.K LTD, Unit 35 Moorland Way, Nelson Park, Cramlington, Northumberland, NE23 1WE 
Telephone +44 (0) 1670 704 720  Email  sales@techfluid.co.uk  www.techfluid.co.uk 

Registered in England, Unit 35, Moorland Way, Nelson Park, Cramlington, Northumerland, NE23 1WE. Registered number 10958080. 

 

 

 

Oil Delivery Hose 
  

 

 

 
Application  
 

For delivery gasoline, diesel oil, fuel oil with aromatic content up to 50% also applicable for seawater, fresh water, 
mud, air and other general purposes. 

Branding  

 
Hose structure 

 

Tube Black smooth nitrile rubber, oil resistance, seawater resistance, high temperature resistance, acid & alkali resistance 

Reinforcement High tension textile fabric, anti-static copper wire 

Cover Black, blended chloroprene rubber and butadiene rubber, wear resistance, ozone & ageing resistance, oil resistance, 
heat resistance 

Temperature Range -30°C to + 100°C 

Length Maximum length: 100m 

 

 

 

 

 
    

 
    

Type 
Internal Diameter Outside Diameter Working Pressure Burst Pressure Safety MBR Weight Length Max 

(inch) (mm) (inch) (mm) (bar) (psi) (bar) (psi) Factor (mm) (Kg/m) (m) 

SY4048 3 76 3.62 98 40 600 160 2,400 4 500 3.5 100 

SY4064 4 102 5.04 128 40 600 160 2,400 4 612 5.5 100 

Rev-00 

Rev-00 



 
 

 

 
Type RSM10 

Hose Manufacturers   

Techfluid U.K LTD, Unit 35 Moorland Way, Nelson Park, Cramlington, Northumberland, NE23 1WE 
Telephone +44 (0) 1670 704 720  Email  sales@techfluid.co.uk  www.techfluid.co.uk 

Registered in England, Unit 35, Moorland Way, Nelson Park, Cramlington, Northumerland, NE23 1WE. Registered number 10958080. 

 

 

 

Bulk Material Handling Hose  

(Soft Wall)   

 

 

 

 

 

Application  For delivery and suction of barite, dry powder, cement and other abrasives. 

Branding   

Hose structure  

Tube Black, SBR/NR blended rubber elastomer, wear resistance, acid & alkali resistance 

Reinforcement High tension tensile fabric 

Cover Black, blended polyisoprene rubber and butadiene rubber, wear resistance, ozone resistance, weather/ageing 
resistance 

Temperature Range -30°C to + 100°C 

Length Maximum length: 80m 

 

 

 
    

 
    

Type 
Internal Diameter Outside Diameter Working Pressure Burst Pressure Safety MBR Weight Length Max 

(inch) (mm) (inch) (mm) (bar) (psi) (bar) (psi) Factor (mm) (Kg/m) (m) 

SM1048 3 76 3.70 94 10 150 40 600 4 500 3.1 80 

SM1064 4 102 4.80 122 10 150 40 600 4 650 4.5 80 

SM1080 5 127 5.83 148 10 150 40 600 4 800 5.8 80 

SM1096 6 152 6.85 174 10 150 40 600 4 950 7.3 80 

SM10128 8 203 9.09 232 10 150 40 600 4 1,400 12.1 80 

Rev-00 



 
 

 

 
Type RSM20 

Hose Manufacturers   

Techfluid U.K LTD, Unit 35 Moorland Way, Nelson Park, Cramlington, Northumberland, NE23 1WE 
Telephone +44 (0) 1670 704 720  Email  sales@techfluid.co.uk  www.techfluid.co.uk 

Registered in England, Unit 35, Moorland Way, Nelson Park, Cramlington, Northumerland, NE23 1WE. Registered number 10958080. 

 

 

 

Bulk Material Handling Hose  

(Soft Wall)   

 

 

 

 

 

 

Application  For delivery and suction of barite, dry powder, cement and other abrasives. 

Branding  

Hose structure  

Tube Black, SBR/NR blended rubber elastomer, wear resistance, acid & alkali resistance 

Reinforcement High tension tensile fabric  

Cover Black, blended polyisoprene rubber and butadiene rubber, wear resistance, ozone resistance, 
weather/ageing resistance 

Temperature Range -30°C to + 100°C 

Length Maximum length: 100m 

 

 

 
    

 
    

Type 
Internal Diameter Outside Diameter Working Pressure Burst Pressure Safety MBR Weight Length Max 

(inch) (mm) (inch) (mm) (bar) (psi) (bar) (psi) Factor (mm) (Kg/m) (m) 

SM2048 3 76 3.74 95 20 300 80 1,200 4 500 3.3 100 

SM2064 4 102 4.96 126 20 300 80 1,200 4 650 4.8 100 

SM2080 5 127 5.98 152 20 300 80 1,200 4 800 6.6 100 

SM2096 6 152 7.01 178 20 300 80 1,200 4 950 8.2 100 

Rev-00 



 
 

 

 
Type RXY10 

Hose Manufacturers   

Techfluid U.K LTD, Unit 35 Moorland Way, Nelson Park, Cramlington, Northumberland, NE23 1WE 
Telephone +44 (0) 1670 704 720  Email  sales@techfluid.co.uk  www.techfluid.co.uk 

Registered in England, Unit 35, Moorland Way, Nelson Park, Cramlington, Northumerland, NE23 1WE. Registered number 10958080. 

 

 

 

 

Oil Suction & Delivery Hose 

 
 

 

 

 

Application  
 

For suction & discharge gasoline, diesel oil, fuel oil with aromatic content up to 50%, also applicable for seawater, 
fresh water, mud, air and other general purposes.  

Branding  

Hose structure  

Tube Black smooth nitrile rubber, oil resistance, seawater resistance, high temperature resistance, acid & alkali resistance   

Reinforcement High tension textile fabric, helix steel wire and anti-static copper wire  

Cover Black, blended chloroprene rubber and butadiene rubber, wear resistance, ozone & ageing resistance, oil resistance, 
heat resistance 

Temperature Range -30°C to + 100°C 

Length Maximum length: 100m 

 

 
    

 
    

 

Type 
Internal Diameter Outside Diameter Working Pressure Burst Pressure Safety MBR Weight Length Max 

Negative 
pressure 

(inch) (mm) (inch) (mm) (bar) (psi) (bar) (psi) Factor (mm) (Kg/m) (m) (Kpa) 

XY1048 3 76 3.62 92 10 150 40 600 4 400 3.1 100 -90 

XY1064 4 102 4.84 123 10 150 40 600 4 550 5.2 100 -90 

XY1080 5 127 5.90 150 10 150 40 600 4 650 7.3 100 -90 

XY1096 6 152 6.90 175 10 150 40 600 4 800 8.9 100 -90 

XY10128 8 203 9.25 238 10 150 40 600 4 1,100 18 100 -90 

Rev-00 



 
 

 

 
Type RXY20 

Hose Manufacturers   

Techfluid U.K LTD, Unit 35 Moorland Way, Nelson Park, Cramlington, Northumberland, NE23 1WE 
Telephone +44 (0) 1670 704 720  Email  sales@techfluid.co.uk  www.techfluid.co.uk 

Registered in England, Unit 35, Moorland Way, Nelson Park, Cramlington, Northumerland, NE23 1WE. Registered number 10958080. 

 

 

 

 

Oil Suction & Delivery Hose 

 
 

 

 

 

Application  
 

For suction & discharge gasoline, diesel oil, fuel oil with aromatic content up to 50%, also applicable for seawater, 
fresh water, mud, air and other general purposes.  

Branding  

 
Hose structure 

 

Tube Black smooth nitrile rubber, oil resistance, seawater resistance, high temperature resistance, acid & alkali resistance   

Reinforcement High tension textile fabric, helix steel wire and anti-static copper wire  

Cover Black, blended chloroprene rubber and butadiene rubber, wear resistance, ozone & ageing resistance, oil resistance, 
heat resistance 

Temperature Range -30°C to + 100°C 

Length Maximum length: 100m 

 

 

 
    

 
    

 

Type 
Internal Diameter Outside Diameter Working Pressure Burst Pressure Safety MBR Weight Length Max 

Negative 
pressure 

(inch) (mm) (inch) (mm) (bar) (psi) (bar) (psi) Factor (mm) (Kg/m) (m) (Kpa) 

XY2048 3 76 3.82 97 20 300 80 1,200 4 400 4.0 100 -90 

XY2064 4 102 5.08 129 20 300 80 1,200 4 550 6.5 100 -90 

XY2080 5 127 6.06 154 20 300 80 1,200 4 650 8.3 100 -90 

XY2096 6 152 7.09 180 20 300 80 1,200 4 800 10.6 100 -90 

Rev-00 



 
 

 

 
Type RXY40 

Hose Manufacturers   

Techfluid U.K LTD, Unit 35 Moorland Way, Nelson Park, Cramlington, Northumberland, NE23 1WE 
Telephone +44 (0) 1670 704 720  Email  sales@techfluid.co.uk  www.techfluid.co.uk 

Registered in England, Unit 35, Moorland Way, Nelson Park, Cramlington, Northumerland, NE23 1WE. Registered number 10958080. 

 

 

 

 

Oil Suction & Delivery Hose 

 
 

 

 

 

Application  
 

For suction & discharge gasoline, diesel oil, fuel oil with aromatic content up to 50%, also applicable for seawater, 
fresh water, mud, air and other general purposes.  

Branding  

 
Hose structure 

 

Tube Black smooth nitrile rubber, oil resistance, seawater resistance, high temperature resistance, acid & alkali resistance   

Reinforcement High tension textile fabric, helix steel wire and anti-static copper wire  

Cover Black, blended chloroprene rubber and butadiene rubber, wear resistance, ozone & ageing resistance, oil resistance, 
heat resistance 

Temperature Range -30°C to + 100°C 

Length Maximum length: 100m 

 

 

 
    

 
    

 

Type 
Internal Diameter Outside Diameter Working Pressure Burst Pressure Safety MBR Weight Length Max 

Negative 
pressure 

(inch) (mm) (inch) (mm) (bar) (psi) (bar) (psi) Factor (mm) (Kg/m) (m) (Kpa) 

XY4048 3 76 4.72 97 40 600 160 2,400 4 456 5.5 100 -90 

XY4064 4 102 5.08 129 40 600 160 2,400 4 612 7.4 100 -90 

XY4080 5 127 6.65 154 40 600 160 2,400 4 762 13.8 100 -90 

Rev-00 



 
 

 

 
Type RXM10 

Hose Manufacturers   

Techfluid U.K LTD, Unit 35 Moorland Way, Nelson Park, Cramlington, Northumberland, NE23 1WE 
Telephone +44 (0) 1670 704 720  Email  sales@techfluid.co.uk  www.techfluid.co.uk 

Registered in England, Unit 35, Moorland Way, Nelson Park, Cramlington, Northumerland, NE23 1WE. Registered number 10958080. 

 

 

  

Bulk Material Handling Hose   

(Hard Wall)   

 

 

Application For delivery and suction of barite, dry powder, cement and other abrasives. 

Branding:   

 
Hose structure 

 

Tube Black, SBR/NR blended rubber elastomer, wear resistance, acid & alkali resistance 

Reinforcement:  High tension tensile fabric, helix steel wire  

Cover: Black, blended polyisoprene rubber and butadiene rubber, wear resistance, ozone resistance, weather/ageing 
resistance  

Temperature Range: -30°C to + 100°C 

Length: Maximum length: 100m 

 

 

 
    

 
    

 

Type 
Internal Diameter Outside Diameter Working Pressure Burst Pressure Safety MBR Weight Length Max 

Negative 
pressure 

(inch) (mm) (inch) (mm) (bar) (psi) (bar) (psi) Factor (mm) (Kg/m) (m) (Kpa) 

XM1048 3 76 3.70 94 10 150 40 600 4 500 3.7 100 -90 

XM1064 4 102 4.96 126 10 150 40 600 4 650 6.1 100 -90 

XM1080 5 127 6.02 153 10 150 40 600 4 800 8 100 -90 

XM1096 6 152 7.01 178 10 150 40 600 4 900 9.9 100 -90 

XM10128 8 203 9.37 238 10 150 40 600 4 1,100 23 100 -90 

Rev-00 



 
 

 

 
Type RXM20 

Hose Manufacturers   

Techfluid U.K LTD, Unit 35 Moorland Way, Nelson Park, Cramlington, Northumberland, NE23 1WE 
Telephone +44 (0) 1670 704 720  Email  sales@techfluid.co.uk  www.techfluid.co.uk 

Registered in England, Unit 35, Moorland Way, Nelson Park, Cramlington, Northumerland, NE23 1WE. Registered number 10958080. 

 

 

 

Bulk Material Handling Hose 

(Hard Wall) 

  

 

Application For delivery and suction of barite, dry powder, cement and other abrasives 

Branding  

 
Hose structure 

 

Tube Black, SBR/NR blended rubber elastomer, wear resistance, acid & alkali resistance 

Reinforcement  High tension tensile fabric, helix steel wire 

Cover Black, blended polyisoprene rubber and butadiene rubber, wear resistance, ozone resistance, weather/ageing resistance 

Temperature Range -30°C to + 100°C 

Length Maximum length: 100m 

 

  

 
    

 
    

 

Type 
Internal Diameter Outside Diameter Working Pressure Burst Pressure Safety MBR Weight Length Max 

Negative 
pressure 

(inch) (mm) (inch) (mm) (bar) (psi) (bar) (psi) Factor (mm) (Kg/m) (m) (Kpa) 

XM2048 3 76 3.90 99 20 300 80 1,200 4 500 4.5 100 -90 

XM2064 4 102 5.12 130 20 300 80 1,200 4 650 6.8 100 -90 

XM2080 5 127 6.18 157 20 300 80 1,200 4 800 9 100 -90 

XM2096 6 152 7.16 182 20 300 80 1,200 4 950 11 100 -90 

Rev-00 



 
 

 

 
Type RSS20 

Hose Manufacturers   

Techfluid U.K LTD, Unit 35 Moorland Way, Nelson Park, Cramlington, Northumberland, NE23 1WE 
Telephone +44 (0) 1670 704 720  Email  sales@techfluid.co.uk  www.techfluid.co.uk 

Registered in England, Unit 35, Moorland Way, Nelson Park, Cramlington, Northumerland, NE23 1WE. Registered number 10958080. 

 

 

 

Potable Water Hose 
(Soft Wall) 
 

 

 

 

 

Application  For suction & discharge of potable water.  

Branding:   

 
Hose structure 

 
 

Tube White, non-toxic and odorless natural rubber  

Reinforcement High tension textile 

Cover Blue, nitrile rubber/PVC, wear resistance, ozone resistance, hydrocarbon resistance.  

Temperature Range -30°C to + 100°C 

Length Maximum length: 100m 

 Certified with FDA registration 

 

 
    

 
    

Type 
Internal Diameter Outside Diameter Working Pressure Burst Pressure Safety MBR Weight Length Max 

(inch) (mm) (inch) (mm) (bar) (psi) (bar) (psi) Factor (mm) (Kg/m) (m) 

SS2048 3 76 3.82 93 20 300 80 1,200 4 500 2.8 100 

SS2064 4 102 5.08 123 20 300 80 1,200 4 650 4.3 100 

SS2080 5 127 6.06 150 20 300 80 1,200 4 800 6.8 100 

SS2096 6 152 7.09 175 20 300 80 1,200 4 960 7.9 100 

Rev-00 



 
 

 

 
Type RSS10 

Hose Manufacturers   

Techfluid U.K LTD, Unit 35 Moorland Way, Nelson Park, Cramlington, Northumberland, NE23 1WE 
Telephone +44 (0) 1670 704 720  Email  sales@techfluid.co.uk  www.techfluid.co.uk 

Registered in England, Unit 35, Moorland Way, Nelson Park, Cramlington, Northumerland, NE23 1WE. Registered number 10958080. 

 

 

 

Potable Water Hose 

(Soft Wall)  
 

 

 

 

Application  For suction & discharge of potable water 

Branding  

 
Hose structure 

 

Tube White non-toxic and odorless natural rubber 

Reinforcement High tension textile, helix steel wire 

Cover Blue nitrile rubber/PVC, wear resistance, ozone resistance, hydrocarbon resistance 

Temperature Range -30°C to + 100°C 

Length Maximum length: 100m 

 Certified with FDA registration 

 

 
    

 
    

Type 
Internal Diameter Outside Diameter Working Pressure Burst Pressure Safety MBR Weight Length Max 

(inch) (mm) (inch) (mm) (bar) (psi) (bar) (psi) Factor (mm) (Kg/m) (m) 

SS1048 3 76 3.62 92 10 150 40 600 4 500 2.5 100 

SS1064 4 102 4.69 119 10 150 40 600 4 650 3.6 100 

SS1080 5 127 5.71 145 10 150 40 600 4 800 5.7 100 

SS1096 6 152 6.77 172 10 150 40 600 4 950 7.1 100 

SS1128 8 203 9.02 229 10 150 40 600 4 1,400 11.3 100 

Rev-00 



 
 

 

 
Type RXS10 

Hose Manufacturers   

Techfluid U.K LTD, Unit 35 Moorland Way, Nelson Park, Cramlington, Northumberland, NE23 1WE 
Telephone +44 (0) 1670 704 720  Email  sales@techfluid.co.uk  www.techfluid.co.uk 

Registered in England, Unit 35, Moorland Way, Nelson Park, Cramlington, Northumerland, NE23 1WE. Registered number 10958080. 

 

 

 

Potable Water Hose 

(Hard Wall)  

 
 

 

 

Application  For suction & discharge of potable water.  

Branding  

 
Hose structure 

 

Tube White, non-toxic and odorless natural rubber  

Reinforcement  High tension textile, helix steel wire 

Cover Blue, nitrile rubber/PVC, wear resistance, ozone resistance, hydrocarbon resistance.  

Temperature Range -30°C to + 100°C 

Length Maximum length: 100m 
Certified with FDA registration 

 

 
    

 
    

 

Type 
Internal Diameter Outside Diameter Working Pressure Burst Pressure Safety MBR Weight Length Max 

Negative 
pressure 

(inch) (mm) (inch) (mm) (bar) (psi) (bar) (psi) Factor (mm) (Kg/m) (m) (Kpa) 

XS1048 3 76 3.62 92 10 150 40 600 4 400 3.1 100 -90 

XS1064 4 102 4.84 123 10 150 40 600 4 550 5.2 100 -90 

XS1080 5 127 5.90 150 10 150 40 600 4 650 7.3 100 -90 

XS1096 6 152 6.90 175 10 150 40 600 4 800 8.9 100 -90 

XS1128 8 203 9.25 238 10 150 40 600 4 1,100 18 100 -90 

Rev-00 



 
 

 

 
Type RXS20 

Hose Manufacturers   

Techfluid U.K LTD, Unit 35 Moorland Way, Nelson Park, Cramlington, Northumberland, NE23 1WE 
Telephone +44 (0) 1670 704 720  Email  sales@techfluid.co.uk  www.techfluid.co.uk 

Registered in England, Unit 35, Moorland Way, Nelson Park, Cramlington, Northumerland, NE23 1WE. Registered number 10958080. 

 

 

 

Potable Water Hose (Hard Wall) 
 

 

 

 

 

 

Application  For suction & discharge of potable water. 

Branding  

 
Hose structure 

 

Tube White, non-toxic and odourless natural rubber  

Reinforcement  High tension textile, helix steel wire 

Cover Blue, nitrile rubber/PVC, wear resistance, ozone resistance, hydrocarbon resistance.  

Temperature Range -30°C to + 100°C 

Length Maximum length: 60m 

 Certified with FDA registration 

 

 

 

 
    

 
    

 

Type 
Internal Diameter Outside Diameter Working Pressure Burst Pressure Safety MBR Weight Length Max 

Negative 
pressure 

(inch) (mm) (inch) (mm) (bar) (psi) (bar) (psi) Factor (mm) (Kg/m) (m) (Kpa) 

XS2048 3 76 3.82 97 20 300 80 1,200 4 400 4.0 60 -90 

XS2064 4 102 5.08 129 20 300 80 1,200 4 550 6.5 60 -90 

XS2080 5 127 6.06 154 20 300 80 1,200 4 650 8.3 60 -90 

XS2096 6 152 7.01 180 20 300 80 1,200 4 800 10.6 60 -90 

Rev-00 



 
 

 

 
Type FT10 

Hose Manufacturers   

Techfluid U.K LTD, Unit 35 Moorland Way, Nelson Park, Cramlington, Northumberland, NE23 1WE 
Telephone +44 (0) 1670 704 720  Email  sales@techfluid.co.uk  www.techfluid.co.uk 

Registered in England, Unit 35, Moorland Way, Nelson Park, Cramlington, Northumerland, NE23 1WE. Registered number 10958080. 

 

 

 

Floating Hose 
 

 

 

 

 

Application  
For delivery materials between drilling platform and supply ship, such as fuel oil, barite, mud and potable water 
and etc. Floating layer bonded to the hose body to make an effective and stable floating solution compared with 
a floating jacket assembly. 

Branding 
  

 
Hose structure 

 

Tube Selected option according to functional requirement 

Reinforcement:  High-tension textile fabric and anti-static copper wire 

Floating layer Microcellular foaming synthetic materials 

Cover Black, chloroprene rubber, oil resistance, wear resistance, ozone & ageing resistance, seawater resistance 

Temperature Range -30°C to + 100°C 

Floating capacity Min. 25% 

 

 
         

Type 
Internal Diameter Outside Diameter Working Pressure Burst   Pressure Safety MBR Weight Length Max 

(inch) (mm) (inch) (mm) (bar) (psi) (bar) (psi) Factor (mm) (Kg/m) (m) 

FT1032 2 51 4.88 124 10 150 40 600 4 450 2.7 60 

FT1048 3 76 5.87 149 10 150 40 600 4 600 4.2 60 

FT1064 4 102 6.90 175 10 150 40 600 4 750 6.5 60 

FT1080 5 127 7.80 198 10 150 40 600 4 900 10.2 60 

FT1096 6 152 8.90 225 10 150 40 600 4 1,100 11.7 60 

FT10128 8 203 11.06 281 10 150 40 600 4 1,400 27.5 60 



 
 

 

 
Type FT20 

Hose Manufacturers   

Techfluid U.K LTD, Unit 35 Moorland Way, Nelson Park, Cramlington, Northumberland, NE23 1WE 
Telephone +44 (0) 1670 704 720  Email  sales@techfluid.co.uk  www.techfluid.co.uk 

Registered in England, Unit 35, Moorland Way, Nelson Park, Cramlington, Northumerland, NE23 1WE. Registered number 10958080. 

 

 

 

 

Floating Hose 

 

 
 

 

 

 

Application  
 
 

For delivery materials between drilling platform and supply ship, such as fuel oil, barite, mud and potable 
water and etc. Floating layer bonded to the hose body to make an effective and stable floating solution 
compared with a floating jacket assembly. 

Branding   

 
Hose structure 

 

Tube Selected option according to functional requirement  

Reinforcement High-tension textile fabric and anti-static copper wire 

Floating layer Microcellular foaming synthetic materials  

Cover Black, chloroprene rubber, oil resistance, wear resistance, ozone & ageing resistance, seawater resistance 

Temperature Range -30°C to + 100°C 

Floating capacity Min. 25% 

 

 
         

Type 
Internal Diameter Outside Diameter Working Pressure Burst   Pressure Safety MBR Weight Length Max 

(inch) (mm) (inch) (mm) (bar) (psi) (bar) (psi) Factor (mm) (Kg/m) (m) 

FT2032 2 51 4.88 124 20 300 80 1,200 4 450 2.7 60 

FT2048 3 76 5.87 153 20 300 80 1,200 4 600 4.2 60 

FT2064 4 102 6.90 179 20 300 80 1,200 4 750 5.16 60 

FT2080 5 127 7.80 202 20 300 80 1,200 4 900 7.57 60 

FT2096 6 152 8.90 229 20 300 80 1,200 4 1,100 11.67 60 

FT20128 8 203 11.06 284 20 300 80 1,200 4 1,400 28.7 60 



Techfluid UK Ltd

Location
Unit 35, 

Moorland Way 
Nelson Industrial Estate 

Cramlington
Northumberland

NE23 1WE

Sales and Marketing 
Project Management 
Design / Engineering 

Procurement
Offshore inspection

Tel: +44 (0) 1670 704 720

Email:  sales@techfluid.co.uk

www.techfluid.co.uk

Manufacturers of Flexible Hose




